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CASE STUDY  

PROJECT 
Husky Taber Secondary Containment Liner 

CONTRACTOR 

Western Engineered Containment, Leduc, AB  

OVERVIEW 
Precidium™ 650D is used in conjunction with geo-
textile to provide a seamless, durable and versatile 
secondary containment system. The physical pro-
perties of the polyurea elastomer and the ability to 
spray-apply any thickness to horizontal and vertical 
surfaces combine to provide the most reliable and 
effective means of creating a high-performance 
secondary containment liner. As a solvent-free (zero-
VOC) spray elastomer, the environmental impact is 
negligible. A flame resistant version is also available 
where more stringent safety requirements exist and 
the liner will be exposed. 

  

PRODUCT REQUIREMENTS 
Precidium™  650D – Zero VOC, two-component 
aromatic polyurea sprayed at 60-80 mils (average 70 
mils) on Geotextile. 

CHOSEN FOR PERFORMANCE 
A properly installed Precidium™ 650D/Geotextile 
liner provides excellent secondary containment for a 
wide range of chemicals in all expected weather 
conditions. The liner has excellent puncture and tear 
resistance and will remain flexible even in extreme 
cold. Exposure to UV light will cause discolouration 
and chalking of the surface but no significant 
reduction in physical properties or chemical 
resistance over the life of the liner. Precidium™ 
650D/Geotextile liners may be left exposed or 

covered with sand or gravel depending on the 
requirements of the facility. This project was 20,000 
square feet and had a containment within a contain-
ment. The isolated tank was an HCL tank, therefore 
lime rock was used on top of the liner to neutralize a 
spill, should it happen. Damage to the liner can be 
easily repaired and the liner can be moved or 
extended/modified at any time by a properly trained 
contractor. The spray-applied Precidium™ 650D 
/Geotextile secondary containment liner is the 
preferred option where multiple protrusions and 
difficult configuration make installation of sheet liner 

materials difficult. Plus it 
provides faster sealing to 
and around a wide range of 
materials. Excellent 
adhesion to metal, wood, 
concrete, and composite 
materials can be achieved 
by direct application or with 
appropriate primer. Rapid 
deployment and fast return 
to service, in addition to 
versatility and ease of 
modifications and repairs 
made Precidium™ 650D 

liner a high-performance solution. 

INSTALLATION 
Precidium™ 650D/Geotextile must be installed 
according to the specifications contained in the 
“General Standard: Precidium™ 650D/645D/  
550D-FR Geotextile Elastomeric Lining 
Systems”, published by Quantum Chemical 
providing a detailed procedure. A summary of this 
installation is as follows. The geotextile fabric was 

applied as 
ground cover  
and coated at 
an average of 
70 mils with 
Precidium™ 
650D. Sections 
of geotextile 
may also be 
pre- coated 

prior to installation – allowing 6 inches of uncoated 
geotextile around all edges to provide a seam. The 
geotextile terminated at all berms and protrusions 
and the Precidium™ 650D continued up the 
protrusion/ berm to provide a positive seal. The 
Precidium™ 650D was cured to foot traffic in 
minutes, though a twenty-four hour cure time is 
recommended before putting the liner into service. 


